D100Q@S Series aR 1000VDC

Fast-Acting DC Fuses

DC HIGH SPEED FUSES

|
D1000s2004 | D10gQs3004

1000VDC max. 200A
D100Qs100-4  IR=100kA
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Electrification in construction, marine, agriculture, manufacturing, mining,
and other industries, in addition to transportation, is a critical trend in
cleaner energy. The D100QS North American style round body high-
speed fuse series is Mersen’s next evolution for high-power conversion
applications protection for those industries shifting to Direct Current
(DC) systems today. The D100QS fuse series is specifically designed to
reduce the I?t, peak let-through current, and arc voltages during fault
conditions to protect applications such as battery charging systems and
other DC components like relays and contactors.

Technical Data Overview

DC Ratings ‘ 50-300A, 1000VDC, L/R <1ms, 100kA IR, MBC<3kA
DIMENSIONS D100Q@S 50-300A H
E_
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*Catalog numbers ending
D with “-4Y” are designated
A for metric screws
ricieNumber 1A 18 ¢ o & ¢ |© |6 |H _
D1000S50 to 100 4.38 1 2.88 3.69 3.50 0.31 0.35 0.75 0.13
in (mm) (111) | (25.4) | (?3) (93.6) | (88.9) | (79) (9.0) (19) (3.2)
D1000S125 to 200 4.38 1.22 2.88 3.69 3.56 0.31 0.35 1 0.19
in (mm) (111) | (31) (73) (93.6) | (90.5) | (79) (9.0) (25.4) | (4.8)
D1000S225 to 300 5.09 1.50 2.84 4.16 3.53 0.40 . 1 0.25
in (mm) (129) | (38.) | (72.2) | (106) | (89.7) | (10.2) (25.4) | (6.4)

© 2026 Mersen. All rights reserved. Mersen reserves the right to change, adapt, limit or
MER S EN C O M discontinue its products. Therefore the data provided herein are for information only and are
not contractually binding. To ensure that Mersen provides the best solution to your needs,
please contact and provide Mersen with all relevant technical specifications and conditions.

FEATURES/BENEFITS

Lower It performance for
improved protection of
equipment

Superior cycling ability for
long, reliable life on high cyclic
loading

Low watts losses

High Interrupting rating for
optimal short circuit protection
Designed to provide superior
power cycling compared to
general purpose fuses

Built to withstand vibration

APPLICATIONS

High Power battery charging
and management systems
protection

Energy Storage Systems (ESS)
Electrical Energy Storage (EES)
Battery Disconnect Unit (BDU)
Battery pack protection

DC Fast-Charging station for
EV applications

Backup protection for DC
relay/disconnector/switch
Protection of 1000VDC or less,
UPS and inverters

APPROVALS/STANDARDS

UL Recognized
UL File: E60314
DC: 50-300A, 1000VDC

REACH/RoHS compliant

A CEER

Mers

Expertise, our source of energy

Mersen makes no representation or/and warranty, and waives any liability, either express or implied for products’ reliability and life time or technical performance
in case Mersen has not been provided with customer’s specifications or if the products are not purchased directly from Mersen or its distributors and/or agents.

Mersen products have been designed by Mersen for a range of specific applications to be operated depending on particular specification and conditions.
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D100Q@S Series aR 1000VDC HIGH SPEED

Fast-Acting DC Fuses FUSES

PRODUCT RANGE
D100Q@S 50-300A Round Body Fuses

Max DC icainati MBC
Catalog voltage, 5::::nt I Power dissipation @1000VDC, | Time toclear Weight (kg) | Package
number LR<ims [ GIF" L/R<ims | MBC (ms) ght kg 8
(vbc)* at 0.81 (W) (A)**
D1000S50-4
D1000S50-4Y 1000 50 53 10 960 40 0.12 5
D1000S60-4
D1000S60-4Y 1000 60 6.5 12 1160 40 0.12 5
D1000S70-4
D1000570-4Y 1000 70 8.1 15 1350 40 0.12 5
D1000S80-4
D1000580-4Y 1000 80 9.7 18 1540 40 0.12 5
D1000S90-4
D1000590-4Y 1000 90 11 20 1730 40 0.12 5
D1000S100-4
010005 100-4Y 1000 100 13 24 1920 40 0.12 5
D1000S125-4
D1000S125-4Y 1000 125 12 22 940 80 0.18 5
D1000S150-4
D10005150-4Y 1000 150 16 29 1130 80 0.18 5
D1000S175-4
D10005175-4Y 1000 175 19 35 1320 80 0.18 5
D1000S200-4
D10005200-4Y 1000 200 22 41 1510 80 0.19 5
D1000S225-4 1000 225 20 37 2200 80 0.3 5
D1000S250-4 1000 250 23 42 2430 80 0.3 5
D1000S300-4 1000 300 29 53 2920 80 0.3 5
Catalog numbers ending with “-4Y” are designated for metric screws
*Time Constant: L/R <1ms
**MBC (Minimum Breaking Capacity]: Smallest current fuse has been tested to safely open at rated voltage and associated time constant

D100QS300-4

ACCESSORIES

Fuse blocks

Catalog Rated DC . Contact

P243 Fuse blocks

P243c | P243C | 700 v | D7005 fuses from 225 to 600A | Tin-Plated Copper [ 012kg
p243C P266 Fuse blocks
P266A | P266A | 1000 V | D1000S fuses from 225 to 300A | Stainless Steel | 0.39kg

1SC/1MSC Modular Fuse blocks

1SCM8 1SCM8 1000 V D1000S up to 200A and D700S up to 400A Zinc-Plated Steel 68¢g
1SC250 | 1SC250 1000 V D1000S up to 200A and D700S up to 400A Zinc-Plated Steel 68¢g
1SC250 1SC375 | 1SC375 1000 V D1000QS 225A-300A and D700S 450A-600A Zinc-Plated Steel 68¢g
1SCM10 | 1SCM10 1000 V D1000QS 225A-300A and D700S 450A-600A Zinc-Plated Steel 68¢g
1SC375
© 2026 M . All right d. M the right to ch , adapt, limit
MERSEN C o M discontinue iigss:oductr;?Thse:ig:\e/ethe deartsaegrr:\/sizrevgsher:i;lgare fgrciniggrf\afioiponlgna‘ngrare MES

not contractually binding. To ensure that Mersen provides the best solution to your needs,
please contact and provide Mersen with all relevant technical specifications and conditions. Expertise, our source ofenergy

Mersen products have been designed by Mersen for a range of specific applications to be operated depending on particular specification and conditions.
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FUSES

HIGH SPEED

D100Q@S Series aR 1000VDC

Fast-Acting DC Fuses
MELTING TIME CURRENT CURVE
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D100Q@S Series aR 1000VDC

Fast-Acting DC Fuses

HIGH SPEED

FUSES

WATTS LOSS VS % RATED CURRENT

1.0

CORRECTION FACTOR FOR WATTS LOSS

50 60 70 80

% RATED CURRENT

© 2026 Mersen. All rights reserved. Mersen reserves the right to change, adapt, limit or
discontinue its products. Therefore the data provided herein are for information only and are
M E R S E N - C o M not contractually binding. To ensure that Mersen provides the best solution to your needs,
please contact and provide Mersen with all relevant technical specifications and conditions.
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Expertise, our source of energy

Mersen makes no representation or/and warranty, and waives any liability, either express or implied for products’ reliability and life time or technical performance
in case Mersen has not been provided with customer’s specifications or if the products are not purchased directly from Mersen or its distributors and/or agents

Mersen products have been designed by Mersen for a range of specific applications to be operated depending on particular specification and conditions.
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